
QE-POWER-T SMART THREE PHASE POWER METER
UNIVERSAL CURRENT TRANSFORMERS INPUT

• COMPLIANT TO POWER QUALITY 
   REQUIREMENT
• HARMONICS UP TO THE 63RD
• INTERHARMONICS
• SAG
• SWELL
• VOLTAGE INTERRUPTION

FOR EACH PHASE:FOR EACH PHASE:

STD PLUS PRO
• I RMS, V RMS
• ACTIVE POWER
• REACTIVE POWER
• APPARENT POWER
• I pk, V pk
• CREST FACTOR
• BIDIRECTIONAL ENERGY
• ACTIVE/REACTIVE ENERGY TOTALIZER
• POWER FACTOR

ALL STD FEATURES AND:ALL STD FEATURES AND: ALL PLUS FEATURES AND:ALL PLUS FEATURES AND:

• THD
• PF DISTORTION
• PHASE SEQUENCE MONITORING
• MAX DEMAND 
• TIME ABOVE A THRESHOLD
• TAN φ
• MIN, MAX, AVERAGE POWER
• MIN, MAX, AVERAGE PF
• K FACTOR (IEEE STANDARD 1100-1992)

• 1/5 A
• 333 mV
• ROGOWSKI
   PROBES


